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CONSTRUCTION DETAILS

INSTALL CONCRETE FOUNDATION WITH
WITH SIGNAL HEADS AND SIGNS (NOTE: 3

- INSTALL_CONCRETE FOUNDATION WITH A 27 FT.
(NOTE: 3 IN PVC SCHEDULE 80 CONDUIT BEND).

« INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL. CONDUIT - TRENCHED

+ INSTALL 4" IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

+ INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.

INSTALL HANDHOLE. |
REMOVE EXISTING GROUND MOUNTED SIGN.

- COUNDUIT BEND AT BASE OF UTILITY POLE.
INSTALL 200 AMP METERED SERVICE PEDESTAL.

INSTALL- 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED
INSTALL A NEMA SIZE 6 BASE MOUNTED

EQUIPMENT FOR UNDERGROUND SERVICE.
CONDUIT BENDS?, :

{NQTE:

GEOMETRIC LEGEND

= EXISTING
PROPQOSED

BY: $USERNAME $

UTILITY LEGEND

STORM DRAIN

- GAS MAIN

WATER MAIN

- SEWER MAIN

ELECTRIC CABLES

AERTAL CABLES

TELEPHONE CABLES

mHADmMo oY
M DM w o Q

FOR ELECTRICAL SERVICE - TRENCHED.

©

A 27 FT. MAST ARM STEEL POLE WITH A 50 FT. MAST ARM
IN. PVC SCHEDULE 80 CONDUIT BENDS).

MAST ARM STEEL POLE WITH A 38 FT. MAST ARM AND OPTICOM DETECTION.

STUB oUT

CONTROLLER AND CABINET WITH ELECTRICAL UTILITY SERVICE
TWO-4 IN. PVC. AND TWO-2 IN. PVC SCHEDULE 80

GENERAL NOTES

1.

2.

'SIGNAL CABLE TO THE

THE CONTRACTOR SHALL VERIFY

ALL PROPOSED POLE AND CABINET
LOCATIONS PRIOR TO INSTALLATION. -

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE

PROPERTY OF THE SIGNAL CONTRACTOR UPON
SIGNAL. :

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL -
APPROPRIATE TERMINALS AND PROPERLY LABEL

COMPLETION OF THE NEW

EACH CABLE. .

THE CONTRACTOR SHALL VERIFY ALL - UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. ITF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE~INSTALLED AT TULC

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
TO MEET CLEARANCES
MD 818.02, .

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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